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Certificate of Compliance 
Certificate: 70123126    Master Contract: 265888  

Project: 70123126  Date Issued: 2017-07-11 

Issued to: Brightwell Dispensers Ltd  
NEWHAVEN EAST SUSSEX  BN9 0JF  
GREAT BRITAIN 
 
 Attention: Mr. James Costen   

The products listed below are eligible to bear the CSA Mark shown 
with adjacent indicators 'C' and 'US' for Canada and US or with adjacent 

indicator 'US' for US only or without either indicator for Canada only, and  

  

 

   
   

Nico Bos 
Issued by: Nico Bos  

PRODUCTS 
 
CLASS 3851 46 - LIQUID PUMPS - Component 
CLASS 3851 86 - LIQUID PUMPS - Component - Certified to US Standards 
 
Peristaltic pump units, component type, double insulated, 110-240 V, 50/60 Hz: 
  
      Flowrate – liters/hour 
Type Description Specification Amps Watts/ 

max 
Solenoid 
provided 

Detergent Rinse Sanitizer 

Q100 
Third Pump  
Add On 

Q100 third 
pump add-on 

N/A – can never be 
used as a standalone 
unit 

- - - 4.8 

Q200S 
Quantura 
200 Solenoid 

Q200S plus 
probe 0.27-0.15 18 Yes - 1.8 - 

Q200 
Quantura 
200 
Twin Pump 

Q200 plus 
probe 0.48-0.22 34 - 10.2 1.8 - 

Q300S 
Quantura 
300 Solenoid 

Q200S plus 
Q100 plus 
probe  

0.46-0.25 32 Yes - 1.8 4.8 
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Q300 
Quantura 
300  

Q200 plus 
Q100 plus 
probe 

0.69-0.33 49 - 10.2 1.8 4.8 

 
  
Notes: 
1 Type Q100 is located in the 24 V Class 2 circuit. 
2.  These component pumps will be used basically in combination with dishwashers and washing machines,  
3.       The supply to the units will be provided by qualified personnel and is not part of this investigation.  
4.       The equipment is intended for normal nonhazardous environmental conditions.  
5.  The final suitability is subject to local authorities having jurisdiction.  
 
 
APPLICABLE REQUIREMENTS 
 
CAN/CSA-C22.2 No. 108-14 - Liquid Pumps 
UL 778 6th Edition - Motor Operated Water Pumps 
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Supplement to Certificate of Compliance 

Certificate: 70123126    Master Contract: 265888  

The products listed, including the latest revision described below, 
are eligible to be marked in accordance with the referenced Certificate. 

Product Certification History 

Project Date Description 

70123126   2017-07-11 cCSAus Original Certification of Peristaltic pump units, component type, 
double insulated, Q100, Q200S, Q200, Q300S and Q300. Std’s CAN/CSA-
C22.2 No. 108-14 and UL 778 6th Edition.  

 

   

     
 
 
 
 
 
 
 
 
 
 


